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	MEPI Site Assessment Tool Template

	
	
	
	
	

	Date of Assessment:

	Name of Assessor:

	Project Name:                                   Project Number:                                   

	Site Name/Contractor & Location:

	
	
	
	
	

	4
	Operational Control
	ANSWER

	
	
	YES
	NO
	N/A

	
	
	 
	 
	 

	4.1
	Have precautions been established to address driving in adverse climates, foul weather conditions, difficult/challenging locations, and driving at night?
	 
	 
	 

	4.2
	Are pedestrian routes established on the site to provide safe access to and from the parking, lay-down, and work areas for employees?
	 
	 
	 

	4.3
	Have pedestrian-only areas – from which vehicles are completely excluded – been established where necessary?
	 
	 
	 

	4.4
	Are pedestrian routes clearly separated from vehicle routes with fencing, temporary barricades or other suitable means, excluding flagging?
	 
	 
	 

	4.5
	Are pedestrian routes wide enough to safely accommodate the volume of employees likely to use them during peak times?
	 
	 
	 

	4.6
	Are pedestrian routes free from obstructions and have safe and even footing?
	 
	 
	 

	4.7
	Are pedestrian routes clearly signed/marked?
	 
	 
	 

	4.8
	Do pedestrian routes provide safe crossings for personnel?
	 
	 
	 

	4.9
	Are traffic control measures considered in locations where a large number of employees cross busy vehicle routes (e.g., designated crossing points, signal person to control vehicles, light signals, crossing guard with appropriate attire, etc.)?
	 
	 
	 

	4.10
	Are all vehicle routes designed to avoid pedestrian routes?
	 
	 
	 

	4.11
	Where applicable, have primary vehicle routes been set up to handle the most common vehicle movements (e.g., deliveries, the movement of heavy equipment to from the work areas/site, etc.)?
	 
	 
	 

	4.12
	Where risks are high due to volume and types of vehicles operating in a specific area/route, are control measures utilized (e.g., separate routes for different vehicle types, secondary vehicle routes to temporary work areas, etc.)?
	 
	 
	 

	4.13
	Do vehicle routes minimize the need for reversing operations through use of one-way systems and turning points?
	 
	 
	 

	4.14
	Do vehicle routes have firm surfaces, adequate drainage and appropriate profiles to allow for safe movement?
	 
	 
	 

	4.15
	Are vehicle routes clearly signed with hazard warnings to pedestrians and drivers, reminders of safe work practices and directions to secure routes?
	 
	 
	 

	4.16
	Do vehicle routes indicate speed limits and speed control measures specific to site conditions?
	 
	 
	 

	4.17
	Is there controlled access at the entrance to the site?
	 
	 
	 

	4.18
	Are general vehicle parking areas situated away from the operation of heavy equipment and construction activities?
	 
	 
	 

	4.19
	Do vehicle parking locations provide easy access to the site, and safe passage for vehicles and pedestrians traveling to and from the site parking areas?
	 
	 
	 

	4.20
	Are loading and lay-down areas located away from pedestrian-only areas and main pedestrian routes?
	 
	 
	 

	4.21
	Do loading and lay-down areas have one-way systems and safe entrance/exit points?
	 
	 
	 

	4.22
	Do loading and lay-down areas have sufficient room for vehicle movements?
	 
	 
	 

	4.23
	Do loading and lay-down areas have adequate lighting if operating at night or in adverse weather, clear signs and appropriate visibility aids for drivers?
	 
	 
	 

	4.24
	Are welfare facilities located so that employees are not required to cross a road or vehicle activity area?
	 
	 
	 

	4.25
	Do drivers observe posted speed limits at all times while driving on or off the project?
	 
	 
	 

	4.26
	Do drivers obey traffic signs, signals and other postings while operating vehicles?
	 
	 
	 

	4.27
	Does the project ensure that drivers do not operate any type of two-way communication device (e.g., phone, pager, radio, etc.) while operating a vehicle of any type (drivers must pull over safely before using such devices)?
	 
	 
	 

	4.28
	Do drivers yield to pedestrians at designated crossings and other areas indicated by signs?
	 
	 
	 

	4.29
	Do drivers and passengers wear seat belts while the vehicle is in operation?
	 
	 
	 

	4.30
	Do vehicles come to a complete stop to load and unload passengers?
	 
	 
	 

	4.31
	Do drivers park only in designated areas? 
	 
	 
	 

	4.32
	Do drivers avoid parking in heavily congested areas or where heavy equipment is in operation?
	 
	 
	 

	4.33
	Does the project provide substantial physical protection, capable of withstanding vehicle impact, for personnel who are guiding/directing vehicles (e.g. concrete barriers, earthen barriers, etc.)?
	 
	 
	 

	4.34
	Do traffic watches have appropriate lighting (e.g. flashlights or other handheld lighting devices) if working on Night Shift or in dimly lit areas such as tunnels?
	 
	 
	 

	4.35
	Do traffic watches stay in the protected area unless work has been stopped and/or another traffic watch replaces them?
	 
	 
	 

	4.36
	Is suitable and appropriate shelter provided to protect stationary traffic watches from exposure to weather extremes (e.g. rain, extreme sun/heat, snow, etc)?
	 
	 
	 

	4.39
	Do traffic watches refrain from using mobile phones when guiding vehicles?
	 
	 
	 

	4.40
	Are audible reversing alarms fitted to heavy vehicles/mobile equipment and in working order?
	 
	 
	 

	4.41
	Do heavy equipment/trucks have mirrors, cameras, and/or other devices to aid the driver in eliminating blind spots?
	 
	 
	 

	4.42
	Before entering/exiting a site, are vehicles inspected for overloading by a competent person?
	 
	 
	 

	4.43
	Do all drivers/operators ensure that a daily vehicle/equipment inspection sheet is completed and passed to the equipment department?
	 
	 
	 

	4.44
	Does the daily vehicle equipment checklist identify "safety critical" elements, which lead to that equipment being unfit for service?
	 
	 
	 

	4.45
	Is there evidence that the equipment department ensures that any equipment found to have a "safety critical" defect is immediately taken out of service?
	 
	 
	 

	4.46
	In all vehicles, are there seatbelts available for all passengers?
	 
	 
	 

	4.47
	Do employees who are loading/unloading vehicles use extreme caution when positioning themselves to avoid being caught in a load shift?
	 
	 
	 

	4.48
	Are project vehicles equipped with the minimum-required safety equipment (i.e., seat belts for driver and all passengers, mirrors, proper lights, any required signs/placards)?
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