	
	Project Construction Concrete Pour Card Template



[image: ]
	[bookmark: _Toc160876729][bookmark: _Toc197495960][bookmark: _Toc254937798][bookmark: _Toc255911951][bookmark: _Toc262650543][bookmark: _Toc367794936]RECORD No.:       
	DATE:       

	PROJECT NAME:       
	PROJECT No.:        

	CONTRACTOR NAME:       
	POUR DATE:       
	TIME OF BATCHING:       

	POUR IDENTIFICATION:       
	POUR QUANTITY:         

	SYSTEM:       
	WORK PACKAGE:       

	REFERENCE DOCUMENT No.
	REV. No.
	REMARKS

	     
	    
	     

	     
	    
	     

	MIX DESIGN NUMBER:        
	ALLOWABLE SLUMP RANGE:       

	DESIGN STRENGTH:       
	MAXIMUM AGGREGATE SIZE:        

	PLACING METHOD:        
	ALLOWABLE POUR RATE:       

	CURING METHOD:        
	FINISH:        

	PRE-PLACEMENT 
	RFE INITIAL
	FE DATE
	SUPT. INITIAL
	SUPT. DATE
	N/A

	Subgrade / Construction Joint Preparation
	
	
	
	
	|_|

	Formwork
	
	
	
	
	|_|

	Line and Grade
	
	
	
	
	

	Reinforcing Steel
	
	
	
	
	|_|

	Embedded Items:
	
	
	
	
	|_|

	Anchors
	
	
	
	
	|_|

	Miscellaneous Steel
	
	
	
	
	|_|

	Piping
	
	
	
	
	|_|

	Electrical
	
	
	
	
	|_|

	Inside Formwork Cleanup
	
	
	
	
	

	Other (specify):       
	
	
	
	
	|_|

	Other (specify):       
	
	
	
	
	|_|

	Release for Placement
	
	
	
	
	

	RESPONSIBLE FIELD ENGINEER (Print Name):       

	RESPONSIBLE FIELD ENGINEER (Signature):
	DATE:       

	Batch Ticket Numbers (attachments are acceptable):      

	CONCRETE PLACEMENT
	FE INITIAL
	FE DATE
	SUPT. INITIAL
	SUPT. DATE
	N/A

	1. Adequacy of sub grade, compaction, dry, vapor barrier, capillary stone 
	
	
	
	
	|_|

	1. Formwork bracing, line and grade, cleanliness, chamfers, plumb
	
	
	
	
	|_|

	1. Rebar installation, ties, splices, clearances, supports
	
	
	
	
	|_|

	1. Material distortions – embedded items
	
	
	
	
	|_|

	1. Unauthorized alterations
	
	
	
	
	|_|

	1. Improper installation methods
	
	
	
	
	|_|

	CONCRETE PLACEMENT
	FE INITIAL
	FE DATE
	SUPT. INITIAL
	SUPT. DATE
	N/A

	1. Incorrect material
	
	
	
	
	|_|

	1. Material damage
	
	
	
	
	|_|

	1. Anchor bolts/Embeds, adequately supported & checked by Survey Crew
	
	
	
	
	|_|

	POST-PLACEMENT CURING 
	FE INITIAL
	FE DATE
	SUPT. INITIAL
	SUPT. DATE
	N/A

	1. Finishing 
	
	
	
	
	|_|

	1. Proper curing method applied
	
	
	
	
	

	1. Required hot or cold weather protection provided
	
	
	
	
	|_|

	1. Cure temperature maintained
	
	
	
	
	

	1. As-Built Survey
	
	
	
	
	

	1. Cylinder breaks verified
	
	
	
	
	|_|

	1. Formwork removed and surface repairs complete
	
	
	
	
	|_|

	1. Batching and sacking
	
	
	
	
	|_|

	1. Special coatings
	
	
	
	
	|_|

	COMMENTS:
	

	RESPONSIBLE FIELD ENGINEER (Print Name):       

	RESPONSIBLE FIELD ENGINEER (Signature):
	DATE:       
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